


Technical data

Output voltage

Frequency range 0.01 – 0.1 Hz

VLF truesinus® 1 – 42.5 kV rms (60kV peak)

VLF square wave voltage 1 – 60 kV

DC voltage ±1 – 60 kV

Resolution 0.1 kV

Accuracy 1 %

Load range (VLF testing) 1 nF – 10 µF

Output current

Measurement range 0 – 70 mA

Resolution 1 µA

Accuracy 1%

Max. capacitive load
42.5 kV
1 µF at 0.1 Hz,

rms / 60 kV peak (� 4 km)*

42.5 kV
3 µF at 0.03 Hz,

rms / 60 kV peak (� 12 km)*

40 kV
8 µF at 0.01 Hz,

rms / 57 kV peak (� 41 km)*

*  max. cable length at a cable capacity of 
0.24 µF/km

Dissipation factor measurement (viola TD)

VLF truesinus® 1 – 42.5 kV rms

Load range 10 nF – 10 µF

Resolution 1 x 10 -6

Accuracy 1 x 10 -4

Measurement range 1 x 10 -4 – 21 000 x 10 -3

tan d measuring frequency 0.1 Hz

Automatic detection and 
compensation of leakage 
currents

With VSE box (optional)

Diagnostic Reporter 

Used to process and evaluate test and measurement logs

Based on MS Excel From version MS Excel 2007

General

Input voltage 100 – 260 V, 50/60 Hz

Power consumption Max. 1 400 VA

Reverse voltage protection 13 kV

Degree of protection IP 24

Data interface USB 2.0

Dimensions (W x H x D) excl. cable compartment

HV part 505 x 503 x 405 mm

Operating unit 505 x 433 x 405 mm

Total (two-part) 505 x 854 x 405 mm

Weight  

HV part 57 kg

Operating unit 19 kg

Ambient temperature  
(operational)

-10°C to +50°C

Storage temperature -20°C to +60°C

Safety and EMC CE-compliant in accordance with  
Low Voltage Directive (2006/95/EC), EMC 
Directive (2004/108/EC),  
EN 60068-2-ff Environmental testing

User interface available in 
13 languages

Czech, Chinese (CN), Chinese (TW), Dutch, 
English, French, German, Italian, Korean, 
Polish, Portuguese, Russian, Spanish

PPI is a company with more than twenty (20) years of successful operation in the Philippines.

Over the years, it has developed and actively supplied an extensive and full power line of products and services from the best manufacturers in Europe. Among its most sought top-
of-the-line products are: Turnkey projects in the supply of substations with rated voltage of up to 230kV, electricity meters, meter test equipment, instrument transformers, power 
transformers, disconnectors, fault indicators, surge arresters, switchgears, oil testers, cable diagnostics, batteries, harmonic  and automation systems, among others.

Our commitment to establish closer customer relationships and to further improve your business operation make us understand your power solution requirements. PPI’s seasoned 
professional Electrical Engineers deliver the unique support  for each customer needs. The company’s cutting edge is its high quality, durable, and innovative power 
infrastructure equipment and an unparalleled delivery of reliable on-time service performance.
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